UNIVERSITA
DEGLI STUDI

FIRENZE

FLORE
Repository istituzionale dell'Universita degli Studi
di Firenze

Spatially variable rainfall thresholds for landsliding in Tuscany

Questa ¢ la Versione finale referata (Post print/Accepted manuscript) della seguente pubblicazione:

Original Citation:

Spatially variable rainfall thresholds for landsliding in Tuscany / Catani F.; Segoni S.; Rossi G.. - In:
GEOPHYSICAL RESEARCH ABSTRACTS. - ISSN 1029-7006. - ELETTRONICO. - 11:(2009), pp. 12062-12062.

Availability:
This version is available at: 2158/384882 since:

Terms of use:
Open Access

La pubblicazione & resa disponibile sotto le norme e i termini della licenza di deposito, secondo quanto
stabilito dalla Policy per I'accesso aperto dell'Universita degli Studi di Firenze
(https://www.sba.unifi.it/upload/policy-0a-2016-1.pdf)

Publisher copyright claim:

(Article begins on next page)

02 May 2024



Geophysical Research Abstracts, ﬂ
Vol. 11, EGU2009-12062, 2009
EGU General Assembly 2009 ! '

© Author(s) 2009

Spatially variable rainfall thresholds for landsliding in Tuscany

F. Catani, S. Segoni, and G. Rossi
University of Firenze, Earth Sciences, Firenze, Italy (filippo.catani @unifi.it, +39 055 2756296)

Despite the many recent attempts at devising a general physically-based model to predict the dynamics of rainfall
induced landslide in real-time, there remain several drawbacks related to the difficulty in estimating the required
parameters which show a high spatial variability. For these reasons approaches based on empirical thresholds of
rainfall intensity and duration are still widely used and in many cases represent the only possible solution for an
effective early warning. Furthermore, the definition of regional triggering thresholds is of notable interest for the
understanding of the spatial relationship linking rainfall to landsliding at global scale.

We present here the results of a very detailed study concerning the territory of the Tuscany region (ab. 23,000
km?2, Central Italy) where more than 2100 dated events occurring in the period 2000-2007 were registered and
analyzed in terms of rainfall patterns, intensity-duration curves, critical intensity and possible return time with the
aim of defining a spatially variable rainfall threshold for civil protection purposes. In fact, the strong variability
of environmental, geological and geological factors within the study area, together with evidences from available
data on triggering conditions, imply that a single general threshold would be affected by a too large degree of
overestimation of hazard and suggest the adoption of locally defined thresholds.

Data from about 330 automated rainfall gauge stations have been used and compared each other during activation
times in order to understand and define: i) the spatial correlation structure of rainfall at and within gauge stations;
ii) the degree of likelihood of triggering for the intensity-duration curves relative to stations surrounding a
landslide location; iii) a set of mathematical functions that fit cumulated rainfall patterns as a framework to spatial
interpolation and averaging of intensity-duration relationships ; iv) a tool for the automated extraction of critical
intensity values from cumulative rainfall distributions.

The results will then be combined into a standard open procedure with a high degree of automation for the use of
civil protection agencies within Tuscany.



